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1. EACH PHASE LINE TO BE CHECKED
    BEFORE "VOLTAGE SENSING" CONNECTION.

2. TO AVOID GENERATOR DAMAGE BY THE
    SENSING LINE OPEN, PLEASE BE
   CONNECTED BEFORE GENERATOR RUNNING.
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FROM HYUNDAI HDEC-1000 / 6600V VERSION 
TO POWER ELECTRONICS HDEC-1000 AVR EXAMPLE PLAN
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PARALLEL CONNECTION FOR CROSS CURRENT COMPENSATION
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MODELS:    HDEC 1000 COMPATIBLE 
 
 
STAB - Stability. It eliminates the voltage fluctuations. 
To adjusting the STAB trimmer, proceed as follows: 
 
1. Turn anti-clockwise the STAB trimmer all the way (1 turn).  
 
2. Turn clockwise the STAB trimmer and set it just after the voltage     
    fluctuation stops. 
 
* Setting the trimmer at a far clockwise position will decrease the     
   generator sensitivity. This may result to extensive voltage recovery     
   time due to the vast self-induction loads. 
 
 
 
VOLT - Voltage. Voltage adjustment. It co-operates with the external voltage remote switches. 
To adjusting the VOLT trimmer, proceed as follows: 
 
Since the engine has the right-periods (cycles), then the VOLT trimmer (which is located in the main unit)  
is adjusted until the right voltage is reached. 
The Raiser command (digital input D2) and Lower command (Digital input D3) works as the original.  
 
 
P/F - Power Factor. This adjustment is done when the generator is already in parallel with another or others. 
To adjusting the P/F trimmer proceed as follows: 
 
We start by placing the trimmer to the middle position. 
If turning it anti-clockwise, the amperes of generator build-up in relation to the other generator. 
If the trimmer is moved in a clockwise manner, the amperes are reduced in relation to the other or others generators. 
 
 
RED LED 
 
Lit when U/F protection is activated. This is factory preadjusted. 
 
BLUE LED 
 
The blue led is an informative led that indicates the AVR is powered and running. 
 
YELLOW LED. The yellow led is a loss phase indicator that will help to achieve the right installation. 
 
The yellow led circuit works only when the AVR powered from PMG. 
It will also light only if any of the GV1 - GV2 - GV3  phase has disconnected.  
The main voltage will also drop to zero at the same time. 
 
 

ONE TURN TRIMMER 

THE CLOCKWISE 
TURNING OF STAB 
ADDING STABILITY BUT 
THE GEN HAS SLOWER 
VOLTAGE RECOVERY. 

THE ANTI-CLOCKWISE 
TURNING OF STAB 
DECREASE STABILITY BUT 
THE GEN HAS FASTER 
VOLTAGE RECOVERY. 

(PRE-ADJUSTED TO THE POSITION YOU SEE HERE) 

STABILITY 
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AVR  MANUFACTURER
POWER ELECTRONICS is a market leader in professional 
grade marine Automatic Voltage Regulators. Our company 
operates since 1985 and deals exclusively with AVRs for ships 
power generators of all types and power supply capacities.

Very easy to understand customized schematics and 
instructions are provided in both English and Greek languages  
with every piece of equipment which helps technicians 
in completing their tasks quickly and easily without expertise. 
Apart from the POWER ELECTRONICS product line we offer 
many replacement models such as 6GA-2491 or EXU-61A, 

fitting / mounting. The main difference lies in a completely 
different inner design from the original being much more 
improved in every aspect. Everything works just better.

Our products design philosophy is the bolt on-philosophy. 

that are 100% compatible in both connectivity as well as 

Αll of our products are built to last, as long as possible. 

With POWER ELECTRONICS AVR any kind of generator can be in parallel with any kind of generator. 

This is possible because of our sophisticated high efficiency design.

POWER ELECTRONICS AVR is designed with extended use of high precision industrial-grade analogue 
integrated circuits that provide excellent performance even at extremely high ambient temperatures, 
which could reach 80 degrees Celsius.

None of our AVR design, no matter the provided power, has any need for active air cooling. 

This is a “starting” temperature in the ship's engine room. This is the reason behind the usage of extended 
analogue integrated circuits versus digital integrated circuits.

With POWER ELECTRONICS AVR all the generators act as one. Period.

Workmanship of the most advanced models embody a pioneering technique of self-controlling system. 

Our goal at POWER ELECTRONICS is to provide top-quality products that meet and exceed

   3. Correct phase identity at U, V, W, terminals.

The construction is extra rugged and solid.

Digital integrated circuits present serious malfunctions at ambient temperatures of only 50 degrees Celsius. 

This self-controlling system checks for:

your expectations and for that and we are proud to introduce a 15 YEARS WARRANTY 

Life cycle of our products exceed expectations. 

   1. Correct phase sequence on U, V, W, terminals.

AVR systems installed on power generators more than 20 years ago continue to work perfectly until now.

   2. Proper polarity on current transformer's terminals.

for our finest and most high-end products.
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